EATON 
PT0310BUD01 




EATON 
PT03100UO01 



2/12 



245 



249 



108, 109 



TELEVISION SET 



250 



INTERMAL 
RECEIVER 



270 



y 



251 



SELECTOR J 


< 


» 


,265 




TELEVISION 1 
MONITOR f 



260 
,255 



SET-TOP 
CABLE BOX 



256 



270 



FIG. 2 



109 



210 



230 




TV COMMERCIAL 



FLEX 



□□□□□nn 

□□□□□LIU 



220 




230 



FIG. 3 



EATON 
PT03100UD01 



3/12 



m 
w 



Q 

m 
in 



280 



.249, 254 



250, 255 



1 



RF SIGNAL 
DEMODULATOR 



TELEVISION RECEIVER 

x283 



285 



MPEG2 
DECODER 



289 



AUDIO/VIDEO 
DECODER 



290 



ANCILLARY 
SIGNAL DECODER 



BLUETOOTH 
TRANSMITTER/ 
RECEIVER 



251, 256 



270 



320' 



320' 



305 



320 



330 



12\ 

335 3 \ Q TIME, SEC 



x ( 320 




30 



FIG. 5 



EATON 
PT03100UO01 



u 



4/12 
-520 



r 



510 



530 



^330 



TIME 



335 



6' 




605 



6i0 



616 



TRANSCEIVER 

L621 




PLL 



620 



6J7 



618 



600 



Z 



650 



660 



MICROPROCESSOR 










CPU 


^661 


662 ' 




1 663 








[ ROM 


1 L 


RAM | 



CONTROLLER 



624 



DISPLAY 



.630 



ALERT 
DEVICE 



r 



640 



USER 
CONTROLS 



C 



645 



SRW SIGNAL 
RECEIVER/ 
TRANSMITTER 



626 



EEPROM 



FIG. 7 



EATON 
PT03100UO01 



5/12 



INFRASTRUCTURE 
OF BROADCAST 
SYSTEM 



/705 

TRANSMIT A BROADCAST AT 
A SCHEDULED PROMPT START 

TIME, THE BROADCAST 
INCLUDING A PROMPT AND 
AN INFORMATION ADDRESS 



710- 



BROADCAST 
RECEIVER 



720 



RECEIVE THE BROADCAST \ 



I 



TRANSMIT A FIRST SRW 
SIGNAL THAT INCLUDES 
THE INFORMATION 
ADDRESS 



715 



PRESENT THE 
BROADCAST WITH 
THE PROMPT 



USER OR, 
ALTERNATIVLEY 
PROMPT SENSOR 



a 




SELECTIVE 
CALL RECEIVER 



RECEIVE, DECODE, AND STORE THE 
INFORMATION ADDRESS THAT INCLUDES 
A PROTOCOL POSITION OR URL 
AND (OPTIONALLY) AN 
INFORMATION ACCESS CODE 



DEACTIVATE 
SRWSRM 



5 



J" " 755 



FIG. 8 



j 



EATON 
PT03100UD01 



6/12 



FIX NETWORK OF 
SELECTIVE CALL 
COMMUNICATION 
SYSTEM 



SELECTIVE CALL 
RECEIVER 



805 



TRANSMIT A MESSAGE 

AT A SCHEDULED 
PROTOCOL POSITION 
THAT HAS A MESSAGE 
START TIME THAT IS 
SHORTLY AFTER THE 
PROMPT START TIME 



0 0 

one >^ 



806 



919 



L 



810 



RECEIVE MESSAGE AT 
PROTOCOL POSITION 

INDICATED BY 
INFORMATION ADDRESS 



815 



TRANSMIT A MESSAGE 
INCLUDING URL 




^811 

' f 


RECEIVE 
INCLUDING 
INFORM 


MESSAGE | 
ADDITIONAL! 
IATION 1 



£ 



DECODE ADDITIONAL 
INFORMATION 



820 




ACCEPT RECEIVED 
INFORMATION AS THE 
ADDITIONAL INFORMATION! 



835 
( 1 




DO NOT ACCEPT 
RECEIVED INFORMATION 
AS THE ADDITIONAL 
INFORMATION 



.FYCr. 9 



EATON 
PT83108UD01 



7112 



1005 



INFRASTRUCTURE 
OF BROADCAST 
SYSTEM 



TRANSMIT A BROADCAST AT 
A SCHEDULED PROMPT START 

TIME, THE BROADCAST 
INCLUDING A PROMPT AND 
AN INFORMATION ADDRESS 



1010 



1020 



RECEIVE THE BROADCAST I 



BROADCAST 
RECEIVER 



/ 



TRANSMIT A FIRST SRW 
SIGNAL THAT INCLUDES 
THE INFORMATION 
ADDRESS 



USER OR, 
ALTERNATIVLEY 
PROMPT SENSOR 



1015 



PRESENT THE 
BROADCAST WITH 
THE PROMPT 



1025 



NO 



1035 

( 1 


r 


NO USER | 
ACTIVATION | 




USER ACTIVATES 

INFORMATION 
ADDRESS SIGNAL 
RECEIVE MODE 
(SRWSRM) 




REMOTE CONTROL 
UNIT 



RECEIVE, DECODE, AND STORE THE 
INFORMATION ADDRESS THAT INCLUDES 
A PROTOCOL POSITION OR URL 
AND (OPTIONALLY) AN 
INFORMATION ACCESS CODE 



DEACTIVATE 
SRWSRM 



FIG. lO 



j 



EATON 
PT03180UD01 



8/12 



1105 



ENTER COMMAND TO 
ACQUIRE ADDITIONAL 
INFORMATION FROM RCU 



SEND SECOND SRW 
REQUESTING ADDITIONAL 
INFORMATION FROM RCU 



RECEIVE ADDITIONAL 
INFROMATION FROM RCU 




■1110 



-1115 



FIG. 11 




1210 
A200 



1220 

if 



1205 



REMOTE CONTROL UNIT 

1255 



USER INPUT/ 
OUTPUT 



1250 



I 



r 



1230 



CONTROLLER 

>1260 



CEN 

process: 



FIRST RECEIVER/ 
TRANSMITTER 



RAL 

NG UNIT 



MEMORY 



^.SECOND RECEIVER/] 



l _ TRANSMITTER _ _ 



FIG. 12 



EATON 
PT03100UPD81 



9112 



PROMPT 
MODE ON 



1320 



( 



SET PROMPT 
MODE TO ON 



RECEIVE REMOTE 
CONTROL USER 
COMMAND 



_^1305 




EXECUTE OTHER 
COMMAND 



PROMPT 
MODE OFF 



1330 



SET PROMPT 
MODE TO OFF 



FIG. 13 



RECEIVE BROADCAST 
WITH ADDITIONAL 
INFORMATION 



jC~1325 



,1340 



1345 



( 




1350 



PRESENT 
PROMPT 
DURING 
BROADCAST 



TRANSMIT 
INFORMATION 
ADDRESS 
DURING 
BROADCAST 



FIG. 14 



r 



EATON 
PT83100UD01 



10112 



m 

M 
;y 



o 




R 



I — I LU 
> Q 

I— I LU 

<c 




JL it 



8 



o 

UJ 

o 
1—1 

CO 



00 
op 

V 



CN LU 
LU O 



cm 



OOTH | 

FTTCD / 1 


L 1 1 Ll\/ ■ 

[VER 




BLUE 

D A MC 

REC 







8 



or 

J — I z^> 
CO o 

o 

Ll> 

Od LU 




^co 



on 

LU 

>z o 



si 

CO 



EATON 
PT03100UD01 

11/12 



RECEIVE LOCATION 
SIGNAL 



1605 




FIG. 16 



EATON 
PT83100UD01 




